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- Communication: MODBUS RTU / TCPIP, HART, MBUS, UNITELWAY, SYSWAY

- Powerfull: On-board Linux, up to 1.500 inputs/outputs, 47.000 time

stamped data

- Smart: Automatic operation, based on logical & analogical functions, o
r versatile languages: ST, Ladder, Grafcet (optional)

- User-friendly: Internal monitoring control, logs, graphs via WEB browser,

off-line configuration

P400XI GENERAL CHARACTERISTICS

Modularity:

Up to 8 racks

For I/O or COM cards,
to be plugged by inter-
rack RS485

Communication
Multi-support

Compatible with ARLEQUIN,
TOPKAPI-LERNE

Central unit

Backed up real time clock
64Mo SDRAM

128Mo Backed up memory

Installation
179x117x104mm

Din rail mountable
Equipment CE marked

APPLICATIONS:

Input / Output cards
-8 or 16 Digital Inputs
-8 Analog Inputs
- 8 Digital Outputs
-8DI 2AI 2DO

<4 PT100/PT1000 Inputs
-4 Analog outputs

Integrated modems
- RTC

- LS/LP

- GSM

Internal monitoring control

- Battery voltage & load current

- Internal temperature

- LED notification

- Diagnostic of I/0 & communication
cards

Power supply

12 to 24V AC/DC with battery charger
9 to 24V DC with backup battery
charger

- Monitoring & automatisation for:
- Water networks & water treatment

- Industrial water

- Fish farming & Aquaculture

- Others

Communication cards

- 1 serial port RS232/RS485, 1 USB
port, 1 Ethernet port 10/100baseT, 1
modem port

- 1 serial port RS232/RS485, 1 modem
or RS2332 port

Ports

- Radio (licensed or unlicensed)
- Satellite

- Internet

Maintenance

- Fast cards change without tools

- Easy access to connectors & switches
- Hardware/Software traceability

Environment
«Inuse:-5+4+55°C

- Storage : -20 +70°C

< RH : 5 t0 90% non-condensing
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